
Dual USB-C™ Mini Docking Station 

CA-C3MDS 

Certifications:
Cadyce is a registered trademark. All other trademarks 
belong to their respective proprietors. 
Copyright ©, All rights reserved.

www.cadyce.com

Compatible OS...

Windows OS

Mac OS

Compatible with...

All USB-C™ enabled computers.

EAN No:

CA-C3MDS - 0619317011656

Includes CA-C3MDS, User Manual

Package Dimensions (L X W X H): 

Box: L 100mm X W 30mm X H 200mm   |   L 3.9 in X W 1.1 in X H 7.8 in

Other Products:

CA-CXTDS

Features:
•	 	Support	HDMI	Resolution	up	to	4K	x	2K@30Hz	
•	 	Support	up	to	5Gbps	Data	Transfer	through	USB	3.0	ports
•	 USB-CTM	data	transfer	up	to	10Gbps
•	 USB-CTM reversible connector
•	 USB-CTM Power Delivery up to 100W
•	 Compatible	with	Mac	OS	and	Windows
•	 Plug	and	Play	
•	 	Best	Suited	for	MacBook	Pro	13”/15”	 

and MacBook Air 2018

Thunderbolt™ 3 compatible, Cadyce CA-C3MDS 
allows	you	to	add	extra	ports	such	as	USB	3.0,		
HDMI(4K),	USB-C™	ports	with	PD	charging,	SD/ 
Micro SD card slots to your MacBook Pro.

Description:
ITEMS DESCRIPTION
Input	 USB-C™	Male	x	2
Output	 	HDMI	4K	Female	x	1 

USB	3.0	ports	x	2 
USB-C™	Female	x	2 
SD	Card	Slot	x	1 
Micro	SD	Card	Slot	x	1

Data	Transfer	/	Power	Delivery	 	USB-C™	Port1	-	10Gbps	/	100W 
USB-C™	Port2	-	5Gbps	/	100W 
USB	3.0	-	5Gbps

Video	Resolution	 	HDMI	-	4K	x	2K@30Hz 
USB-C™	-	1080P	60Hz 
/	4K@30Hz

Weight	and	Dimensions	 	48.2	±	3g 
120mm	x	33mm	x	10.8mm

Power Bus Powered
Operating	Temperature	 0°C	to	45°C
Operating	Humidity		 	10%	~	85%	RH 

(no	condensation)
Storage Temperature -10°C to 70°C
Storage	Humidity	 	5%	~	90%	RH 

(no	condensation)
Certifications	 CE,	FCC


