
CA-KE100 allows you to extend your keyboard, 
video and mouse up to 100M/328ft over 
CAT5e or CAT6 cable.

CA-KE100
USB KVM Extender

Compatible OS...

Windows OS

Mac OS

Package Dimensions (L X W X H): 

Box:  L 105mm X W 25mm X H 125mm   |   L 4.1 in X W 1 in X H 4.9 in

Certifications:
Cadyce is a registered trademark. All other trademarks 
belong to their respective proprietors. 
Copyright ©, All rights reserved.

www.cadyce.com

• Supports CAT5/CAT5e/CAT6
• Supports distance up to 100M / 328ft
• Local / Remote computer selection in Receiver console
•  DDC / EDID support mode selection for Local / Remote 

monitor
• Superior video quality with resolution up to 1920 x 1200

Items  Description
Consoles 2 (1 Local + 1 Remote)
Connectors Transmitter : ( TX )
  • 2 X USB Type A Female for keyboard & mouse
  • 2 X HDB15 Female for PC & Console
  • 1 X USB Type B Female for Upgrade
  • 1 X RJ-45 Port
  • 1 X Power connector
  Receiver : ( RX )
  • 2 X USB Type A Female for keyboard & mouse
  • 2 X HDB15 Female for PC & Console
  • 1 X RJ-45 Port
  • 1 X Power connector
Console Ports 2 X USB type A Female (For Keyboard and Mouse)

  2 X PS/2 Female
  1 X VGA HDB15 Female
PC Selection Push Button / Hotkey / OSD
LED Indication PC Port - 6 Green ( 3 on each unit )
  Power - 2 Red ( 1 on each unit )
Resolution 1920 x 1200
Keyboard & Mouse Emulation Yes DDC Emulation Yes
Keyboard Hotkey Yes OSD Menu Yes
Firmware Upgrade Yes
Operation Temp 0° ~ 40°C
Storage Temp -20° ~ 60°C
Humidity  0-90 % RH, Non-Condensing
Power  DC 5V, 2A
Weight  600g
 Housing  Metal
Dimension (L x W x H) 131 x 65 x 26 (mm)
Certifications CE, FCC

EAN Code:

CA-KE100 - 0700371491161

Compatible with...

All USB 3.0 & 2.0 enabled devices.

Other Products:

CA-UK200 | CA-UK400 | CA-UK800

CA-KE100 | CA-KC500 (1.8, 3 & 5m)
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