
CA-M150
150Mbps 4-Port Wireless N
ADSL2+ Modem Router

Items Description

ADSL2+ Compliance

Compliant with ADSL / ADSL2 / ADSL2+ Standard

Supports Annex A, Annex B

Support 8 PVC

LAN Specification LAN:10 / 100 Mbps Auto-MDI / MDI-X RJ-45 
Ethernet port

WiFi Specifications

Operating Frequency : 2.412G~2.484GHz

Supports 802.11b data rates of up to 11 Mbps with 
automatic fallback to 5.5, 2, and1 Mbps

Supports 802.11g data rates of up to 54 Mbps with 
automatic fallback to 48, 36, 24,18, 12, 9, and 6 Mbps

Support 802.11n (MIMO 1T1R): Up to 150Mbps (MCS7)

Security supports 64/128-bits WEP, WPA,WPA2, WPS

Multi-SSID

150Mbps Wireless N ADSL2+ Modem Router allows you 

to connect to the internet and provides high speed 

Wireless N network with speed up to 150 Mbps.

Features:
 IGMP snooping and IGMP proxy    IPv4/IPv6 dual stacks function

 VPN pass through    Management - HTTP Web-based Configuration

 Remote Management - TR069 / HTTP

Specifications



Hardware Interface

DC Power jack 

Power switch to power on /off device

Reset button to factory defaults

RJ-11 Phone jacks for ADSL connection

4 x LAN:10 / 100 Mbps Auto-MDI / MDI-X RJ-45 
Ethernet port

External 5 dBi Antenna

WiFi ON/OFF, WPS switch button

Operating Environment

Operating temperature: 0-40°C

Storage temperature: -20-70°C

Humidity: 20-95% non-condensing

Package Contents

CA-M150

Quick Installation Guide

CD-ROM (Utility/User’s Guide)

Power Adapter

RJ-45 Network Cable

RJ-11 Telephone Cable

Compatible OS...

Windows OS

Mac OS

Package Dimensions (L X W X H): 4 in X 3.5 in X 6.75 in 

Box:  L 101mm X W 88mm X H 171mm   |   L 4 in X  W 3.5 in  X H 6.75 in

Cadyce is a registered trademark. All other trademarks 
belong to their respective proprietors. 
Copyright ©, All rights reserved.

www.cadyce.com

EAN Code:

CA-M150 - 0700587952715

Compatible with...

All USB 2.0 & 3.0 enabled devices.

Other Products:

CA-M300 | CA-R300 | CA-WP

CA-HWS | CA-WTR150 | CA-IP100MW

CA-RAPO150 | CA-XWP
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