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CA-U36P

USB to Parallel 36 Pin
Bidirectional Cable

USB to Parallel Bi-Directional cable allows you
to connect any Windows PC with a USB port to

nearly any parallel port printer.
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« Connects to parallel printer (36 pin) through a USB port
on your PC

+ Bus Powered

-] + USB Specification revision 1.1 compliant
R; - [EEE-1284 1994 (Bi-directional parallel interface)
i * Plug & play Installation

Items Description

PC Interface USB 1.1 compliant A type male
connector

Parallel Connector IEEE 1284 bi-directional DB 25/36

female connector

Specification Support  USB Printer Class Specification
1.0 compliant, IEEE 1284 1994
(bi-directional parallel interface)
specification compliant

Buffer Size Unified 512 byte buffer,Dynamically
allocated for upstream and
downstream data flow.

Total Length 2M
Input Pins Voltage Level 5V tolerant
Certifications CE, FCC

Other Products: Compatible OS... Compatible with... EAN Code:
CA-US9 | CA-U2E Windows 0S AllUSB 2.0 & 3.0 enabled devices. CA-U36P - 0700371491086

CA-U2GE | CA-U25P

www.cadyce.com

Certifications:
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Package Dimensions (L X W X H): belong to their respective proprietors.

g Cadyce is a registered trademark. All other trademarks
— Box: L 120mm XW 40mm XH 1756mm | L4.7inXW 1.5in XH6.8in Copyright ©, All rights reserved




